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       J – Rocks   

Sound Reinforcements Raiders  
Kapasitas Outdoor    
: Min. 45.000 watt  (Stage monitor-15.000 watt)

Kapasitas Indoor 
: Min. 20.000 watt  (Stage monitor-10.000 watt)

Daya Genset          
: Sangat Memadai 

· MAIN SYSTEM
· Response Frequency : 20Hz – 20 KHz
3 Ways / 2 Ways Active or Passive Crossover
· Power Capacity :
· Indoor minimum 20.000 watts

· Outdoor minimum 40.000 watts
· Sub Bass System :
Response Frequency : 20 Hz – 300 Hz

Active / Passive Crossover

Power Capacity :

· Indoor minimum 6000 watts RMS

· Outdoor minimum 10.000 watts RMS

· STAGE MONITOR SYSTEM
· Floor Monitor System
Respone Frequency : 50 Hz – 20 KHz

3 Ways / 2Ways Active / Passive Crossover

· Drum Fill System
Respone Frequency : 30 Hz – 20 KHz

3 Ways / 2Ways Active / Passive Crossover minimum 2 unit

Power Capacity : 10.000 watts

· Side Fill System
Respone Frequency : 30 Hz – 20 KHz

4 Ways / 3Ways Active / Passive Crossover minimum 2 unit

Power Capacity : minimum 4000 watts RMS


FRONT OF HOUSE SYSTEM
· Mixing Console dengan menggunakan mixer profesional series ( Midas, Yamaha, Soundcraft, Allent & Heat ) minimal 32 channel.

· Outboard Gear/ Effect Procesor

1. Graphic EQ 1/3 octave ( BSS / KLARK TEKNIK / ASHLEY )

2. Reverb 2 unit ( Lexion PCM 80 / Yamaha REV5 / TC Electronic M 3000)

3. Delay 1 unit ( TC Electronic 2290 / TC Electronic D two / Rolland SDE 300 )

4. Noise Gate untuk 6 ch ( Drawner DS201 / DBX )

5. Compressor untuk 7 ch ( DBX 160 / DBX 266 )

Monitor System

· Mixing Console dengan menggunakan mixer profesional series ( Yamaha, Soundcraft) minimal 24 channel dan 10 AUX

· Outboard Gear

1. Graphic EQ 1/3 octave untuk 10 aux (BSS / KARL TEKNIK / ASHLEY)

2. Noise Gate untuk 6 ch (Drawner DS201 / DBX)

3. Compresor untuk 7 ch ( DBX160 / DBX266)

4. Reverb ( Lexion / Yamaha / TC Elektronik )

· Wedges / Floor Monitor menggunakan active monitor system 1 x 15 inch minimal 10 ( sepuluh ) box floor monitor.

1. Drums
: 1 set Full Range 15 inch + Sub Speaker 15/18 inch

2. Gitar 1
: 2 set full range ART 500 Active 15 inch atau sekelasnya

3. Vocal
: 2 set full range ART 500 Active 15 inch atau sekelasnya 

4. Bass

: 2 set full range ART 500 Active 15 inch atau sekelasnya 

5. Side fill L,R
: 2 set full range + Sub Speaker 18 inch

6. Ear monitor
: insert EQ
	No.
	Keterangan
	Equiptment yang dibawa
	Equiptment yang diminta

	1.
	Iman   [vocal/guitar
	- Microphone 
   Ev. RE 510 CONDENSOR
	- Wireless mic Shure  SM 58 
   Head Cabinet Marshall 
   JCM 900 atau 

   JCM 2000 atau    
-  Shure SM 57  [miking]

-  DI box

	2.
	Sony   [guitar]
	
	-  Head Cabinet Marshall 1960 B
   JCM 900 atau 

   JCM 2000
-  1 buah Shure SM 57 [miking]
-  Shure SM 58  [back. voc]

-  DI box 2

	3.
	Wima  [bass]
	
	- Head Cabinet bass SWR  atau   

   Ashdown  atau
   Trace Elliot  atau 

   cabinet  bass sekelasnya

- Shure SM 58  [back. voc]
- DI box 1 bh.

- Keyboard RD 700 + stand + ampli

	4.
	Anton [drums]
	-Drum set + Cymbals
	- 1 set miking drums 


MIKING DAN AMPLIKASI

CHANNEL LIST

	Channel
	Source
	Captor
	Monitor/ Aux

	1
	Kick
	AKG 112
	2

	2
	Snare Top
	Shure SM 57
	2

	3
	Snare bottom
	Shure SM 57
	2

	4
	Hi-hat
	C 1000 S /

Shure SM 81
	2

	5
	Tom 1
	Shure SM 57/

Senheisser 402
	2

	6
	Tom 2
	Shure SM 57/

Senheisser 402
	2

	7
	Tom 3
	Shure SM 57/

Senheisser 402
	2

	8
	Floor tom
	Shure SM 57/

Senheisser 402
	2

	9
	Ride Cymbal
	Shure SM 57
	2

	10
	OH Left
	Shure SM 81
	2

	11
	OH Right
	Shure SM 81
	2

	12
	Bass
	Direct
	3

	13
	Bass
	DI-BOX
	3

	14
	Guitar  1 left
	DI-BOX
	4

	15
	Guitar  1 right
	DI-BOX
	4

	16
	Guitar  mic
	Shure SM 57
	4

	17
	Guitar  2
	Shure SM 57
	1

	18
	Guitar  2
	DI-BOX

Behringer Ultra-G
	1

	19
	Lead Vocal
	Ev. RE 510
	1

	20
	Backing Vocal
	Shure SM 58
	

	21
	Backing Vocal
	Shure SM 58
	

	22
	Sequencer
	DI box
	

	23

24

25
	Sequencer

Keyboard L

Keyboard R
	DI box

DI box

DI box
	5

5

	Ear monitor
	Aux 6/pre


Total channel yang digunakan oleh J-Rocks adalah 25 channel  [ channel ini tidak digunakan oleh band lain ]

Drums

: 11  [ sebelas] channel + Sub Speaker monitor

Guitar 1        
: 3 [tiga] channel

Guitar 2        
: 2 [dua] channel

Bass              
: 2 [dua] channel

Vocal        

: 1 [satu] channel 

Back. Voc   
: 2 [dua] channel

Sequencer  
: 2 [dua] channel 

Keyboard
: 2 [dua] channel

Untuk Konfirmasi Sound System Dan Spesifikasi Alat-alat dapat menghubungi sound engineer J-Rocks : 

Bang Boy 0856 975 979 67 ; Cak Agus 0815 529 2126 ; Abek 0856 129 6670  

Blocking:
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